
Connection coupling for 
detachable unit

on-site tankfarm 
control-system

Alternative to shutoff flap : disc valve (spring return flap) as easy 
removable unit

weight without hose 
only ca. 9kg

product connection hose

positions-sensor

media connections 
plugs in wall area

pneumatic 
tubing

truck connection 
coupling

operation panel at truck unloading place 
ATEX Zone 1 (outside)

ANA-operation-panel (Exe) for ATEX-Zone 1 1x 
pushbutton „START unloading“ 
1x pushbutton „STOP unloading“ 
1x signallamp „FALUT aktiv“ 
1x emergency stop button

ANA-shutoff flap equipment (Ex) incl. 
- position switch OPEN/CLOSE 

(ATEX-Exia) 
- control solenoid valve (ATEX-

Exem) 
- Brass quick-release couplings 

- truck connection coupling DN80/
DN100 incl. cover lid 

- compressed air supply (dry) provi-
ded by customer 

- product connection hose (optional 
possible)

needed extension in customer-
control-system
- �1x Isolating switching ampli-

fier (Exia) 
- �1x fuse terminal (Exem) 
- 1x emergency stop-relay 
- �1x extension tankfarm plc-

program for including ANA-
system (*) 

- �1x extension wiring diagram 
(*) 

- �1x mounting additional e-
components, if the cabinet 
has enough reserve space

(*) required software versions 
and system documentation 
provided by customer

control-system „customet“

•	 safety device for tank trucks and transport tanks to ensure a controlled emptying
•	 emptying device with attention button and emergency stop
•	 protection against leakage of larger quantities of water-contaminating liquids during the container/ tank filling pro-

cess via hoses
•	 corresponds to the water-rights legislation
•	 special model: triggering off by emergency stop instead of attention button

functional operation
•	 �consists of a self-closing shut-off-device (valve), a 

control device as well as actuating device (an atten-
tion button and emergency stop)

•	 manually operated, self-closing safety device
•	 �reliable reduction of the leakage quantity by having 

a maximum drainage time of 40 seconds
•	 �causes/maintains operator’s (e.g. tank truck driver’s) 

permanent attention during emptying the tank truck  
(subject to the VdTÜV-code of practice 953)

•	 �the following safety functions and conditions have 
to be fullfilled/ complied:

a.	 �attention button to be used at regular inter-
vals

b.	 �interruption of the emptying process when 
either the attention button will not be used 
or when it will be used consistently  

c.	 �emergency button for immediate interruption 
of the emptying process 

d.	 �local restriction of the operator’s scope for 
movement to a maximum or 12m from the 
tank truck

advantages:
•	 no need to have a collection tank of the appropriate volume when filling the tanks  (TRwS785- determination of 

retention)
•	 easy operation

ANA-safety installation

ANA-switch-housing (Exe) for 
ATEX-Zone 1 
1x �pushbutton „ Acknow-

ledgement“ 
1x �emergency stop button 

incl. 12mtr. connection 
cable
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